_____________________ FIRE DEPARTMENT


SELF CONTAINED BREATHING APPARATUS (SCBA)


AIR CYLINDER INVENTORY AND SERVICE FORM


ANNUAL INSPECTION REPORT


DATE: _________________





CYLINDER SERIAL NUMBER�
CHECKED BY�
TYPE�
RATED PRESSURE�
VALVE CHECK�
INITIAL


HYDRO


DATE�
LAST HYDRO DATE�
HYDRO DUE DATE�
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�
DIRECTIONS


CYLINDER SERIAL NUMBER: Write the manufacturer’s serial number.


CHECKED BY: The inspector shall sign this area.


TYPE: Record the type of cylinder; steel, aluminum, fiberglass (hoop wrapped), fiberglass (full wrapped), Kevlar/carbon composites.


RATED PRESSURE: Write down the rated cylinder pressure.


VALVE CHECK: check the cylinder valve for smooth operation.


INITIAL HYDRO DATE: Record the initial hydrostatic test date as provided by the manufacturer.


LAST HYDRO DATE: Record the last hydrostatic test date (this may be the same as the initial test date).


HYDRO DUE DATE:  Record the anticipated due date for hydrostatic retesting of the air cylinder.  If the cylinder has exceeded its test date, remove the bottle from service and notify the proper person.


    Hydrostatic tests are conducted every 5 years for steel and aluminum cylinders and have an unlimited service life.  Fiberglass and Kevlar composite cylinders must be tested every 3 years and have a 15 year service life. They must be destroyed at the end of the service life.�
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